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Description :

Bosshead Swivel Type, 18/10 Stainless Steel (Product Code: SLE/BH/07) is a swivelling

stainless steel bosshead used to hold a clamp or rod at any angle from 0 to 360° on a laboratory

stand. Chemistry and physics teachers use it to set condensers, delivery tubes and optical parts

on a slope; it is listed with d/Ø 16,5, thread 6 and a heart screw for tightening by hand. 

Jain Scientific Equipments Pvt Ltd (ScienceLab) manufactures it as the OEM at its ownfactory

in Ambala, India.

Specifications

Parameter Detail

Type Swivel bosshead

Material 18/10 stainless steel

d/Ø 16,5

Angle 0-360°

Thread 6

Screw type Heart screw

Product code SLE/BH/07

Manufacturer Jain Scientific Equipments Pvt Ltd (ScienceLab) — OEM

Country of origin India (made in Ambala, Haryana)

What Is the Stainless Steel Swivel Bosshead Used For?

Many classic setups need something held at a slant: the sloping condenser of simple laboratory

distillation apparatus, a boiling tube angled over a flame, a delivery tube running into a gas jar, or

a mirror or lens tilted for an optics experiment. A fixed right-angle bosshead forces the clamp to

be twisted or wedged, which is neither safe nor repeatable. With a swivel bosshead the angle is

set by rotating the joint and then locking it, so the apparatus sits steadily and the next group can

reproduce the same geometry.

Fix the bosshead to the stand rod, fit the clamp or rod in the second bore, swing it to the required

angle and tighten the heart screw firmly. Support the weight of glassware while you adjust, and

recheck the angle after tightening. The 18/10 stainless steel construction stands up to acids, salt

solutions and routine washing in chemistry and biology rooms.

OEM Manufacturer

Jain Scientific Equipments Private Limited (trading as ScienceLab) is the original equipment

manufacturer (OEM) of this swivel bosshead, which is produced at the company’s own licensed

factory at Saha, Ambala, Haryana, India. Because the maker sells direct to schools, colleges,

research labs, dealers and importers, questions about matching clamps or a replacement heart

screw can be put to the factory itself. See the company profile for more about ScienceLab.

Related Laboratory Equipment

These items complete an angled clamping setup or offer alternatives:

Bosshead Swivel Type, Malleable Cast Iron, Chromium Plated — the swivel design in
chrome-plated cast iron.
Bosshead Cross Type 18/10 Stainless Steel — for fixed 90° and 180° positions in stainless
steel.
Retort Clamp Standard 18/10 Stainless Steel — a stainless clamp to hold the condenser or
tube at the chosen angle.
Stand bases 18/10 Stainless Steel — a stable base for angled loads.
Rods For Stand Bases — upright and side rods for the bosshead.

Compare other connectors in the Bosshead category.

Frequently Asked Questions

What angles can the Bosshead Swivel Type, 18/10 Stainless Steel be set to?
The Bosshead Swivel Type, 18/10 Stainless Steel is listed with an angle of 0-360°, so its second

bore can be turned to any position around the joint and then locked at the tilt the experiment

needs.

How is the angle locked on the Bosshead Swivel Type, 18/10 Stainless Steel?
The Bosshead Swivel Type, 18/10 Stainless Steel is locked with a heart screw, whose broad

heart-shaped head gives fingers enough grip to tighten the joint firmly without a tool once the

angle has been set.

What rod size and thread does the Bosshead Swivel Type, 18/10 Stainless Steel have?
The listing gives d/Ø 16,5 (sixteen and a half, written with a decimal comma) and thread 6 for the

Bosshead Swivel Type, 18/10 Stainless Steel. The unit is not stated, so share your rod diameter

to confirm compatibility.

When do I need the Bosshead Swivel Type, 18/10 Stainless Steel instead of a standard 
bosshead?
Use the Bosshead Swivel Type, 18/10 Stainless Steel whenever apparatus must sit at an angle

other than a right angle, such as a sloping condenser, a boiling tube angled over a flame or a

tilted mirror in an optics experiment.

Who manufactures the Bosshead Swivel Type, 18/10 Stainless Steel?
The Bosshead Swivel Type, 18/10 Stainless Steel is made by its OEM, Jain Scientific

Equipments Pvt Ltd (ScienceLab), at the company’s own factory in the HSIIDC Industrial Area,

Saha, Ambala, India, and is supplied factory-direct to laboratories, dealers and importers.

How should the Bosshead Swivel Type, 18/10 Stainless Steel be cleaned and stored?
Rinse chemical splashes off the Bosshead Swivel Type, 18/10 Stainless Steel, dry the joint and

thread, and store it with the heart screw slightly loosened so the swivel turns freely at the next

practical.

Can ScienceLab quote the Bosshead Swivel Type, 18/10 Stainless Steel for several labs or 
for export?
Yes. Send code SLE/BH/07 with the quantity and destination; ScienceLab supplies the Bosshead

Swivel Type, 18/10 Stainless Steel to institutions across India and international markets,

alongside matching clamps and stands.

Request a Quote

To request a quotation for the Bosshead Swivel Type, 18/10 Stainless Steel, contact ScienceLab,

or add it to the enquiry cart with the clamps and stands you plan to use; the manufacturer replies

directly.
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