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Description :

Thermomixer (Product Code: SLE/CL/13) is a bench-top instrument that mixes samples while

heating or cooling them, so incubation and agitation happen in one step instead of moving tubes

between a shaker and a heating block. It mixes at 300–3,000 rpm on a 3 mm orbit, controls

temperature up to 100 °C, and stores programmes for repeat protocols. Clinical, molecularbiology

and teaching labs use it for homogenous mixing of samples with controlled heating andcooling. It

is manufactured by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala,within our range

of laboratory instruments in India.

Specifications

Parameter Detail

Type Bench-top thermomixer

Speed range 300–3,000 rpm

Mixing orbit 3 mm

Mixing and vortexing
radius

1.5 mm

Temperature controlrange Min: 15 °C ± 2 °C below RT; max: 100 °C

Temperature setting Lowest 1 °C, highest 100 °C

Max heating rate 7 °C / min

Max cooling rate 2.5 °C / min between 100 °C and RT

Temperature
homogeneity

Max. ± 0.5 °C at 20–45 °C

Timer 15 sec to 99:30 h; continuous

Programming
More than 20 program slots; up to 4 program levels; 5 program
keys (pre-defined, rewritable)

Anti-spill technology Yes (as listed)

Power requirements
100 V ~ 240 V, 50/60 Hz; power-stabilising function to protect the
unit from accidental voltage surges; suiting plug provided

Intended use Homogenous mixing of samples, heating and cooling

Estimated weight /
volume

6.3 kg / 0.0085 m³

Typical Use

A thermomixer earns its bench space in protocols that need a sample kept at a set temperature

while it is agitated: enzyme digestions, lysis steps before nucleic-acid extraction, resuspending

pellets, denaturing samples near 100 °C, or holding reactions at a controlled temperature during

incubation. Because it can also bring samples below room temperature, the same unit can cool a

reaction after heating without a separate ice bath. The programmable keys let a lab store its

common protocols so students and new staff run them the same way every time — valuable in

lab equipment for research in India where many users share one instrument.

For good results, load tubes symmetrically, close caps fully before high-speed mixing, and start at

a lower speed when tubes are well filled, increasing once you see the liquid is contained. Let the

unit reach set temperature before loading temperature-sensitive samples, and check that the plug

and supply voltage match your site. Wipe the working surface after each session and clean up

any spilled liquid promptly.

Manufacturer

ScienceLab is the brand used by Jain Scientific Equipments Private Limited of Ambala,

Haryana, which manufactures this thermomixer as part of a wider line of heating, mixing and

measuring instruments for laboratories. Read more about the organisation on the company profile

page.

Related Clinical Laboratory Products

Accessories and equipment that belong in the same sample-preparation workflow:

Thermoblock — a dry block for 5 ml tubes listed as suitable for the thermomixer
Micro Centrifuge Tube, 1.5ml — small reaction tubes commonly mixed and incubated in
such units
Micro Centrifuge — spins down condensation and contents after heating and mixing
Rack Tubes Set of 3 — keeps tubes in order before and after each run

See the Clinical Laboratory category for more instruments and consumables.

Frequently Asked Questions

What mixing speeds does it offer?
The speed range is 300–3,000 rpm on a 3 mm mixing orbit, with a 1.5 mm mixing and vortexing

radius.

Can it cool samples as well as heat them?
Yes. The control range runs from 15 °C ± 2 °C below room temperature up to 100 °C. The

maximum heating rate is 7 °C per minute and the maximum cooling rate is 2.5 °C per minute

between 100 °C and room temperature.

How even is the temperature across the samples?
Temperature homogeneity is within a maximum of ± 0.5 °C at 20–45 °C.

Which tube formats can I run?
The Thermoblock for 5 ml tubes is listed as suitable for this thermomixer. If you need other tube

or plate formats, please ask through our contact page so we can confirm what is available.

Can protocols be saved?
Yes — there are more than 20 program slots, programmes of up to 4 levels, and 5 program keys

that are pre-defined but rewritable.

Will it run on our local mains supply?
It accepts 100 V ~ 240 V at 50/60 Hz, includes a power-stabilising function against accidental

voltage surges, and is sent with a suiting plug.

Is a calibration certificate or warranty included?
Calibration certificate availability and warranty terms should be discussed with us; both are

confirmed in writing with the quotation.

Request a Quote

Share product code SLE/CL/13, the number of units and your delivery country or city via our 

contact page, or place the thermomixer in the enquiry cart together with blocks and tubes.
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