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Description :

Balance, Analytical (Product Code: SLE/LB/18) is a four-decimal electronic balance used to
weigh primary standards, precipitates and small samples in teaching, research, formulation and
quality-control laboratories. It combines a 220 g capacity and 0.0001 g resolution with an
electromagnetic force restoration weighing system, internal calibration and a glass draught shield
with 3 sliding doors. It is supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab),Ambala,

a chemistry lab instruments supplier for India and international markets.

Specifications
Parameter Detail
Capacity 220 g
Resolution 0.0001 g

Weighing system

Electromagnetic force restoration

Calibration Internal

Draught shield Large glass shield with 3 sliding doors

Pan size @ 80 mm

Display LCD with backlight

Interface RS232

Housing Double case structure; ergonomic keypad; plastic protection cover

Units of measure

Grams, milligrams, carats, ounces, pounds, pennyweights, ounce troy,
grain, pieces

Application
functions

Selectable filter level; selectable units; piece counting; density; peak hold;
under hook; checkweighing; percentage weighing; add weighing; animal
weighing

Product code

SLE/LB/18

Supplied by

Jain Scientific Equipments Pvt Ltd (SciencelLab), Ambala, India

What Is the 220 g Analytical Balance Used For?

At four-decimal resolution this balance handles the weighings where small errors matter most:
primary standards for volumetric analysis, gravimetric precipitates, active ingredients in

pharmaceutics practicals and small samples for instrumental analysis. Its application menu goes
further, with checkweighing and percentage modes for formulation checks, peak hold and animal
weighing for moving loads, and a density function for solid and liquid samples.

Install it on a solid, level surface away from air vents, allow it to warm up, and run the internal
calibration after any move or large temperature change. Open only one draught-shield door at a
time, weigh into a container rather than onto the pan, close all doors before recording, and fit the
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